SSCHME

electrical solutions

Krabicové  spojky  a 11. SVORKOVNICE A VYVODKY

svorkovnice su ur¢ené na spajanie
a prepajanie vodi¢ov do max.
prierezu 35 mm?2. Su vyrabané vo
viacerych konStrukénych a
farebnych variantach s menovitym
napatim do 450 V, prudom do

125A a teplotou do 140 °C.
Kablové vyvodky su uréené na
zaistenie bezpe&nosti a

pozadovanych parametrov pri
prechode kablov medzi
rozdielnymi prostrediami, az po
krytie IP68. Moderna lamelova
technoldgia uchytenia telesa kabla
zabezpedluje vysoku spolahlivost
utesnenia spoja.

Zhoda technickych parametrov
s EN normami je garantovana
vyrobcom.

B Zaslepky a spojky
m Zaslepky EX &)

B Vyvodky a
maticePGa M

B Vyvodky a matice M EX €»)
B Krabicové spojky
B Svorkovnice




SsSCAME

Referencné normy: STN EN 50 262

ZASLEPKY, ZATKY A SPOJKY

Farba: RAL7035

Gumova Gumova zaslepka Spojka s maticou Zatka Zaslepka
zaslepka 5 stupnova a tesnenim so zavitom EX
IP55 IP55 1P66 IP66 1P66/68*
» o
- Y —
GLOW WIRE GLOW WIRE HEAVY
650 °C 960 °C LIGHT DUTY
HALOGEN FREE
otvoru Kat::l!ogove Balenie Katgllogove Balenie Kate!ogove Balenie Katalogove Balenie Kate!ogove Balenie Kat?!ogove Balenie Katg!ogove
@ Cislo Cislo Cislo Cislo ¢islo Cislo Cislo
PG7 13 805.3380 100/1000
PG8 16 805.3381 100/1000
PG11 19 805.3382 100/1000
PG135 | 21 805.3383 100/1000

E

E PG16 23 | 805.3304 100/1000 | 805.3314HF 100/1000 | 805.3314 100/100 805.3384 100/1000

o |PG21 29 | 805.3305 100/1000 |805.3315HF 100/1000 | 805.3315 100/1000 | 805.3335 10/50 805.3385 100/1000

o
PG29 37,5 | 805.3306 50/500 805.3336 10/50 805.3386 50/500
PG36 47,5 | 805.3307 25/200 805.3337 5/25 805.3387 25/250
PG42 54,5 805.3388 25/250
PG48 60 805.3389 25/250
M12x1.5| 12 805.5812 100/1000 | 805.EX5812.K
M16x1.5| 16 805.5816 100/1000 | 805.EX5816.K

=

S|M20x1.5| 20 805.5820 100/1000 | 805.EX5820.K

<

E M25x1.5| 25 805.5225 10/50 | 805.532510/50 | 805.5825100/1000 | 805.EX5825.K

X

% M32x1.5| 32 805.5832 50/500 805.EX5832.K

-

g M40x1.5| 40 805.5240 5/25 805.5340 5/25 805.5840 25/250 805.EX5840.K
M50x1.5| 50 805.5850 25/250 805.EX5850.K
M63x1.5| 63 805.5863 25/250 805.EX5863.K
*IP68 - len s pouzitim silikénového tesnenia
SVETLOST SPOJKY S MATICOU

Kat. ¢islo A Otvor
805.3335 22 mm PG21
805.3336 27.8 mm PG29
805.3337 38.7 mm PG36
805.5225 19.6 mm M 25x1.5
805.5325 19.6 mm M 25x1.5
805.5240 33.6 mm M 40x1.5
805.5340 33.6 mm M 40x1.5

(Rozmery v . mm)



11. SVORKOVNICE A VYVODKY

Referencné normy: STN EN 50 262

VYVODKY S PG A METRICKYM ZAVITOM

LIGHT HEAVY DUTY * UNION - EX @

Stupen krytia: IP66 Stupen krytia: IP68 Materidl: polyamid, tesnenie: silikon, EDPM
Prevadzkova teplota: -5 °C do +60 °C Prevadzkova teplota: -20 °C do +80 °C RAL: ¢ierna 9005

Mechanicka odolnost:: IKO5 Mechanicka odolnost: IKO6 Teplotny rozsah: M12: -20 °C az +80 °C
Material odolny UV Ziareniu. Material: Halogén free, odolny UV Ziareniu. M16-M63: -35 °C az +95 °C
GLOW WIRE: 750 °C GLOW WIRE: 850 °C EX klasifikacia:

Atex code: ¢ I 2GD
EX prevedenie: Ex e Il, Ex tD A21 IP66/68
Stupen krytia: IP66/68*

S maticou Bez matice S maticp ua | Bez mat'ice S
membranou | membranou
A otvor potrebny
pre montaz e - = ==
B pre kabel : - | g
s priemerom ‘-‘-!'."_..-—‘ L g ¢ _"‘f:_"f E?
C velkost o
sesthranu IP66 IP68* IP66 IP68* IP66 IP66
) HEAVY HEAVY
L dizka zavitu LIGHT DUTY LIGHT DUTY LIGHT LIGHT
RAL 7035 RAL 7004 RAL 7035 RAL 7004 RAL 7035 RAL 7035
A B C L Balenie Katgl!glg‘;)ové Katgilglg(;)ové Katgl!g%ové Katgilgl%ové Katgl!glg(;)ové Katgilgﬁj)ové
PG7 13 |3-6 15 | 95 | 50/600 805.3340 805.3350 805.3340.1
PG8 16 |4-8 19 |95 | 50/600 805.3341 805.3351 805.3341.1
PG11 19 |5-10 22 |10 25/500 805.3342 805.3352 805.3342.1
PG13,5 21 | 712 24 | 12 25/600 805.3343 805.3353 805.3343.1
Ls: PG16 23 | 10-14 27 | 12 25/300 805.3344 805.3354 805.3344.1
g PG21 29 | 13-18 33 | 14 25/400 805.3345 805.3355 805.3345.1
- PG29 37,5 | 18-25 42 | 15 25/350 805.3346 805.3356 805.3346.1
PG36 475 | 22-32 53 | 17,5 | 10/140 805.3347 805.3357 805.3347.1
PG42 54,5 | 30-38 60 | 19 10/100 805.3348 805.3358 805.3348.1
PG48 60 | 34-44 68 | 20 10/100 805.3349 805.3359 805.3349.1
M12x15 |12 |[3-6 15 | 95 | 50/600 805.5412 805.5412.0 805.5512.0 805.5412.2
M12x1.5 | 12 |4.565 15 | 15 50/600
M16x1.5 | 16 [4-8 19 |95 | 50/600 805.5416 805.5416.0 805.5516.0 805.5416.2
M16x1.5/11| 16 | 5.0-10.0 | 22 | 15 50/600
M20x1.5 | 20 |7-12 24 | 12 25/500 805.5420 805.5420.0 805.5520.0 805.5420.2
M20x1.5/16| 20 | 10.0-14.0( 27 | 15 25/500
M25x1.5 | 25 [13-18 33 | 14 25/400 805.5425 805.5425.0 805.5525.0 805.5425.2
E M25x1.5/21| 25 | 12.0-18.0 33 | 15 25/400
ﬁ M32x1.5 | 32 [18-25 42 | 15 25/350 805.5432 805.5432.0 805.5532.0 805.5432.2
% M32x1.5 | 32 |16.0-25.0( 42 | 15 25/350
E M40x1.5 | 40 |22-32 53 | 17,5 | 10/140 805.5440 805.5440.0 805.5540.0 805.5440.2
g M40x1.5 | 40 |22.0-32.0| 53 | 16 10/140
M50x1.5 | 50 |30-38 60 | 19 10/100 805.5450 805.5450.0 805.5550.0 805.5450.2
M50x1.5 | 50 |28.0-385| 60 | 16 10/100
M63x1.5 | 63 |[34-44 68 | 14 10/100 805.5463 805.5463.0 805.5563.0 805.5463.2
M63x1.5 | 63 |40.0-48.0( 70 | 16 10/100

- * |P68 - len s pouzitim gumového alebo silikdnového (pre EX) tesnenia




SsSCAME

Pouzitie vyvodiek pre kable s priemerom (mm):

1

2/3/4/5/6 7,8 9/10/11]12/13 /14 1516 /1718 /19|20 /21|22 /23 24 25 /26 27|28 29|30 31 /32 33|34 35|36 37 38 39 40 4142 43|44 45|46 47 48

1

2/3/4/5/6/7,8/9/10/11/12/13 /14/15/16/17|18

19120212223 2425|2627 /282930 313233 343536 37 38|39 40 41 42 43 44 45 46 47 48

Matice pumové Membrina | VjvodkaEX | MaticeEX | gerene
= |
HEAVY IP66/68* IP66/68* IP66/68*
LIGHT DUTY LIGHT LIGHT UNION-EX | UNION-EX | UNION - EX
RAL 7035 RAL 7004 RAL 7035 RAL 7035 RAL 9005 RAL 9005 RAL 9005
Balenic Katgilglg(;)ové Katgl!ggové Katgilggové Balenic Katgilgl%ové Katgilglg(;)ové Katgilgﬁj)ové Katgilggové
100/1000 |  805.3360 805.3370 805.3390 50 805.3340.9
100/1000 |  805.3361 805.3371 805.3391 50 805.3341.9
100/1000 |  805.3362 805.3372 805.3392 25 805.3342.9
100/1000 |  805.3363 805.3373 805.3393 25 805.3343.9
100/1000 |  805.3364 805.3374 805.3394 25 805.3344.9
100/1000 |  805.3365 805.3375 805.3395 25 805.3345.9
50/500 805.3366 805.3376 805.3396 25 805.3346.9
50/500 805.3367 805.3377 805.3397 10 805.3347.9
50/500 805.3368 805.3378 805.3398 10 805.3348.9
50/500 805.3369 805.3379 805.3399 10 805.3349.9
100/1000 |  805.5612 805.5712 805.5912 50 805.5412.9
805.EX5512.K | 805.EX5712.K | 805.EX5912.S
100/1000 |  805.5616 805.5716 805.5916 50 805.5416.9
805.EX5516.K | 805.EX5716.K | 805.EX5916.S
100/1000 |  805.5620 805.5720 805.5920 25 805.5420.9
805.EX5520.K | 805.EX5720.K | 805.EX5920.S
100/1000 |  805.5625 805.5725 805.5925 25 805.5425.9
805.EX5525.K | 805.EX5725.K | 805.EX5925.S
50/500 805.5632 805.5732 805.5932 25 805.5432.9
805.EX5532.K | 805.EX5732.K | 805.EX5932.S
50/500 805.5640 805.5740 805.5940 25 805.5440.9
805.EX5540.K | 805.EX5740.K | 805.EX5940.S
50/500 805.5650 805.5750 805.5950 10 805.5450.9
805.EX5550.K | 805.EX5750.K | 805.EX5950.S
50/500 805.5663 805.5763 805.5963 10 805.5463.9
805.EX5563.K | 805.EX5763.K | 805.EX5963.S

*|P68 - len s pouzitim gumového alebo silikdnového (pre EX) tesnenia

(Rozmery v . mm)



11. SVORKOVNICE A VYVODKY

Referenéné normy: STN EN 60998-1,STN EN 60998-2-1

KRABICOVE SPOJKY - T85

Referencné normy: STN EN 60998-1, STN EN 60998-2-1

KRABICOVE SPOJKY - T85

o &=
Menovité napétie: 450V~ M d; L
Max. prevadzkova teplota: +85 °C L T -
. o -3
GLOW WIRE: 850° C Voo -
Krabicové spojky deliace 10 polové Krabicové spojky netriedené IP20
Menovity prierez  Vyska Dizka Farba Balenie Katalégové Cislo Menovity prierez Menovity prid Farba Balenie Katalégové ¢islo
1,5mm? 9,8 96 50/500 812.372 , Netriedené ~ * 100/600 810.372/AS
1,5 mm 17,5A
2,5mm? 12,2 120 50/250 812.374 Priehladné 100/600 810.372/TR
4mm 12,2 120 Prichladné 50/250 812.375 25 mm 24A Netriedené 100/1000 810.374/AS
6mm? 14,7 145 25/150 812.376 Priehladné 100/1000 810.374/TR
10mm? 17,0 168 25/100 812.378 4 mmt 320 Netriedené ~ * 100/1000 810.375/AS
16mm? 21,3 21 25/75 810.379 mm Priehfadné 100/1000 810.375/TR
6 mm? #A Nétrledenf: 1001000 810.376/AS
Priehfadné 100/1000 810.376/TR
10 mm? 57A Netriedené  * 100/1000 810.378/AS
Priehladné 100/1000 810.378/TR
Netri T
16 mm? 76A ¢ rlfdené 50/500 810.379/A8
Priehfadne 50/500 810.379/TR
25 mm? 101A Priehfadné 10/100 810.425/TR
35 mm? 125A Priehfadné 5/250 810.435/TR
* netriedené balenie obsahuje tieto druhy farieb: BEVDEERNR
Krabicové spojky T85
ity | Otvor pre ity Pocet vodicov do svork i 2
Menovit ~ | Menovit Yy O prieréze mm
prierezy upevdrggme prid y Tgp (max. prevadzkova teplota 85° C)
vodica vodica
mm? @ mm? A 0,75 15125 4 6 |10 | 16 | 25 | 35 | 50
pevny | 2:4 | 1+3 | 1:2] 1
1,5 3 17,5 -
’ ' ohybny | 2:4 | 1+3 | 152 | 1
pevny 3:5[2:3 12| 1
25 4 24 v
ohybny 2:4 [ 2+3 122 1
pevny 3:4[2:3 12| 1
4 46 5 ohybny 3:4 213122 1
pevny 3:5|2:3 |12 [ 122 ] 1
6 6 41 -
ohybny 3:4 | 2:3 | 122 [ 122 | A
pevny 3:5 [ 2+4 [ 12
10 8 57 v
ohybny 3:4 |1 2:3 12| 1
pevny 3:5[2:3 12| 1
16 10 76 -
ohybny 3+4 |1 2:3 12| 1
pevny 2:32:3| 2 1
25 12 101 -
ohybny 3:5|2:3 23| 2 1
pevny 244 | 1:3 [ 12| 1
35 14 125 -
ohybny 2:4 1 1:3 | 122 | 1




SsSCAME

Referencné normy: STN EN 60998-1, STN EN 60998-2-1 Referencné normy: STN EN 60998-1, STN EN 60998-2-1
SVORKOVNICE - T140 ROZBOCOVACIE SVORKOVNICE _ .
Max. prevadzkova teplota: +140 °C Menovité napéatie: 450V~ = gl =
GLOW WIRE: 850 °C K i Max. prevadzkova teplota: +85 °C "-:..1—‘;;,1!’ |
Farba: prirodna ‘1'1-1'-f-.f.f,;‘__r f f GLOW WIRE: 850 °C ST
s Lo -.fa- J Farba: transparentna
Deliace svorkovnice 12 polové Rozbocovacie svorkovnice jednopélové - IP20
Menovity Rozmery Vyska  Priemer Menovité . Katalégové Menovity Pocet X Rozmery . Katalégové
prierez mm mm svorky napdtie Balenie &islo prierez pripojeni Prierez mm Balenie &islo
2,5mm? 95,5x15,5x16 8 2,6 250V~ 50/800 815.1361 2 2x6mm? 23x31x24  25/650  817.0602
4mm? 120x16,6x17,4 10 35 450V~ 50/400 815.1362 6mm? 3 3x6mm? 31x31x24  25/400  817.0603
6mm? 120x16,6x17,4 10 35 450V~ 50/400 815.13625 5 5x6mm? 49x31x24  10/270  817.0605
10mm? 138x23,5x20,5 1,5 35 450V~ 25/300 815.1363 2 2x16mm? 33x28x24  10/270  817.1602
16mm? 174x30x24 14,5 43 450V~ 25/150 815.1364 16mm? 3 3x16mm? 45x28x24  10/270  817.1603
25mm? 210x38x36 17,5 43 750V~ 15/60 815.1365 5 5x16mm? 71x38x24  10/260  817.1605
35mm? 264x46x39 22 55 750V~ 10/40 815.1366 6 2x16mm? + 4x6mm? 66x38x24  10/260  817.1606C
2 2x35mm? 35x46x30  10/160  817.3502
35mm? 3 3x35mm? 49x46x30  10/260  817.3503
6 2x35mm? + 4x16mm? 83x46x30  10/120  817.3506C
i
I
£
Prislusenstvo pre rozbocovacie svorkovnice
Popis Balenie  Katalégové Eislo
Drziak svorkovnic na DIN li§tu 10/500 817.001

Deliace svorkovnice 12 pélové

Menovity Otvor pre Menovity Pocet vodicov do svorky o priereze mm?
prierez UPV%Vdr}gg'e prid Té’Q T140 (max. prevadzkova teplota 140° C)
| gme | A V4@ o5 1 [ 1525 4 | 6 [ 10] 16| 25 | 35
pevy | 1:3 | 152 | 1 1
25 | a7 |2 ey [ 1:2 1:2 | 1| 1
pevny | 2:4 | 1+3 | 1:2 | 1 1
4 8 s ohybny | 122 | 152 | 1 1 1
pevny 192 | 12| 1 1 1
0] 45 oy 122 | 1:2 | 1 | 1
pevny 2:3 | 122 | 1 1 1
6 ] 55 | 78 ooy 2 (12 1 | 1
pevny 2+4 | 2+3 | 1 1 1
2% 4 101 ohybny 2+3 | 122 | 1 1
pevny 2+4 | 122 | 1 1 1
% ° 125 ohybny 2:3 | 1:2 | 1 1
Rozbocovacie svorkovnice jednopélové - IP20
Menovity Menovity Pocet vodiCov do svorky o priereze mm?
prierez prid T(}”Q (max. prevadzkova teplota 85° C)
mm® A VAR 115 | 25 4| 6 | 10|16 | 25| 35 | 50
6 4 pevny 1:6 | 124 123 ] 122
4 ohybny 157 | 125 | 14| 123 ] 122
16 76 pevny 1 1 1
76 ohybny 144 [ 122 ] 1
35 125 pevny 1 1 1
125 ohybny 12 | 1 1

(Rozmery v . mm)





