SSCAHME

scave INFOTECH

SERIES TECHNICAL SHEETS

Cable gland - LIGHT

Anti-tear cable glands with device
preventing any unscrewing

No. REFERENCE SERIES

805
VERSIONS REFERENCE STANDARDS
EN 50262
Standards: . .
- - WITH (only for metric versions)
- WITH NUT DIAPHRAM
y 55 — PG thread AND NUT
S - METRIC thread ~ - PG thread RURUANG
= — METRIC thread
Marking: CE Marking C €
J ’& WITH QUALITY MARKS
T WITHOUT NUT DIAPHRAM
= - PG thread WITHOUT NUT
L — METRIC thread — PG thread
= — METRIC thread
=g
TECHNICAL CHARACTERISTICS
Protection degree: IP66
Operating temperature: -5°C+60°C
Glow wire test: 750°C
Material: Engineering plastic
IK degree at 20°C: 1KO5
Versions: PG thread
METRIC thread
Colour: Grey RAL 7035
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BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

. Aci B lven .

Saline cids ases Solvents Mineral uv
solution Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Alcohol oll rays
RESISTANT RESISTANT RESISTANT RESISTANT | RESISTANT | RESISTANT | RESISTANT

CABLE GLAND TABLE: METRIC/PG/GAS
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6 BN GAS 1.1/2"
M12 ] PG16 GAS 1.1/8"
I-- PG13,5 GAS 1"
PG11 '
PG9 GAS 5/8"
PG7 GAS 1/2"
GAS 3/8"
GAS 1/4"
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